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(57) Abstract: The invention relates to a method for the automatic starting and stoj^ng of an internal combustion engine. Release of 
a stop mode for the interna] combustion engine ( 1 ) is enabled dq)ending on a time period that depends on the temperature difference 
W between the tenipemure prevailing in the interior (9) of a motor vehicle and the desiitd temperature desired by die driver. 
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VeroCTentUcht: 

— mit iniemationalem Recherchehberidit 

— vor Ablairf' der Jur Andenmgen der AnsprUche geltenden 
Frist; VeroffentUchung wird wiederholt, falls Anderungen 
eimreffen 

Zur Erkldrung der Zweibuchstaben-Codes and der anderen Ab- 
kiirzungen wird auf die ErklUnmgen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder regulSren Ausgabe der 
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(57) Zntwrnmenfflwaing; Die Eifindnng betriffl Verfahren zum aotomatisieiten Staiten and Stoppen einer Biennknftmaschine. Eine 
Frdgabe des Stop-Betriebes fOr die Bieankraftmaschine (I) erfolgt in Abtdngigkdt dner Zeitspanne, die von der TemperatuxdifEB- 
renz zwischen der im Innenramn (9) eines &aftfaliTZeiigs voriiegeodcn Temperstorand der vom Fafarer gewQnsditen SoU-TeinpexBtur 
abhSngL 



